
Dimensions: 214.5 x 146.5 x 37.5                    Support  height:  166 mm
          
Display: color TFT  7 "  800x480                      Touch screen:  resistive

Operating System: Linux                                 CPU:  ARM11

Working temperature: -40 ° C / + 80 ° C            Power supply:  8 - 32 V

Conn.: 2 CAN-bus (CANopen / J1939)            Video: 2 inputs PAL / NTSC

The hook loader control panel is an integrated unit which performs the function of different devices 
mandatory for the management of a sliding container system installed on a truck:

       - the 7“ touch screen allows to send commands via Can Bus to the control unit which is
         monitoring the actuators managing the power outputs;

       - the screen can display information from the control unit itself , as warning lights or pressure
         levels;

       - the information can be easily shown in multiple languages with a simple choice on the
        display;
 
      - on the screen can be displayed manuals of any kind, uploaded into internal memory of the
        panel;

      - the thin screen and the practical support allow the control panel to be placed in the most
        comfortable and safe corner of the cockpit;

      - the color display can be connected to one or two cameras, for greater safety during the
        operations of loading and unloading.
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The control panel can be integrated into a device which 
manages completely the system.
For certain functions, the STU control unit can receive 
commands from the joystick or from the remote control, 
leaving to the control panel only as viewer for the anomalies 
or for the cameras to  monitoring the maneuver.

The same touch screen display can then 
be used to operate directly on other 
components of the system, in order to have 
a control of each functionality.

The complete system can be managed in a 
modular way, identifying as optional the 
cameras, the remote control and even the 
same control panel, leaving in the basic 
model of the machine only the STU control 
unit and the joystick.

Using the second CAN-bus line, the control 
panel can also be used to display any 
information about the engine or other 
electronic control units present on the 
machine.
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